ZZ.

BBB.
CCC.
DDD.
EEE.
FFF.
GGG.
III.
JIJ.
KKK.

LLL.

MMM.

NNN.
000.

PPP.
QQ

Unit 1 cooling tower 1A

Unit 1 cooling tower 1B

Unit 2 cooling tower 1A

Unit 2 cooling tower 1B

Coal sample preparation building dust collector
Sandblast facility dust collector

U1 Generation building vacuum cleaning dust collector
U2 Generation building vacuum cleaning dust collector
U1 Fabric filter vacuum cleaning dust collector

U2 Fabric filter vacuum cleaning dust collector

GSB vacuum cleaning dust collector

Guzzler truck dust collector

Emergency diesel generators

1A, rated at - 4,000 Hp
1B, rated at - 4,000 Hp
1C, rated at - 4,000 Hp
Solvent washers

Diesel driven fire pump rated at 290 Hp 1B
Diesel driven fire pump rated at 290 Hp 1C
Auxiliary boiler 1A (not subject to NSPS)

Rating - 166 MMBtu/hr
Auxiliary boiler 1B (not subject to NSPS)
Rating - 166 MMBtu/hr
Coal Conveyors

Paint booth/shops

Engine driven equipment including compressors, generators, hydraulic pumps
and diesel fire pumps
Bulb recycling crusher

Laboratory fume hoods

Gasoline tank

Capacity - 500 gallons

Diesel tank

Capacity - 10,000 gallons

Diesel day tanks

Capacity - not exceeding 560 gallons per tank
Mobile oil storage tanks

Capacity - not exceeding 12,000 gallons per tank
Turbine lube oil units

Capacity - not exceeding 40,000 gallons per unit
Underground storage diesel tank

Capacity - 20,000 gallons

Underground storage gasoline tank

Capacity - 6,000 gallons

Used oil tank

Capacity - 10,000 gallons

Class HI Industrial Waste Landfill

Paved haul road
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